Artemide

Luminaire
Code 0615010A
Name  TALO PARETE LED BIANCO
Measurem.
Code FTS1400864
Name  TALO PARETE LED BIANCO
Efficiency 100.00% Coordinate system CG Total Flux 1225.00 Im
Maximum value 205.87 cd/kim Position C=80.00 G=180.00 Double Symmetrical
Rectangular Luminaire Length 206 mm Width 100 mm 43 mm
Rectangular Luminous Area Length 135 mm Width 40 mm 0 mm
Horizontal Luminous Area 0.005400 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.001306 m2
Date 27-11-2014 Maximum Gamma Angle 180
Measurement Distance 0.00 Measurement Flux 1225.00 Im
3000K - Imax=208 cd/kim - LED Flux=1537 Im - LED Power=18 W - Eff=80 % - EfcLED=85 Im/W - EfcLum=61 Im/W
Ra=80 min - SDCM=4 - Life=L70(6K)>35,600 ore
C.LE. 47 79 96 44 100 D DIN 5040 C32
FUTE 044E+056T B NBN Bz5/0.8/BZ4
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Artemide

Luminaire
Code 0615010A
Name  TALO PARETE LED BIANCO
Measurem.
Code FTS1400864
Name  TALO PARETE LED BIANCO
Efficiency 100.00% Coordinate system CG Total Flux 1225.00 Im
Maximum value 205.87 cd/kim Position C=80.00 G=180.00 Double Symmetrical
Rectangular Luminaire Length 206 mm Width 100 mm Height 43 mm
Rectangular Luminous Area Length 135 mm Width 40 mm Height 0mm
Horizontal Luminous Area 0.005400 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.001306 m2
Date 27-11-2014 Maximum Gamma Angle 180
Measurement Distance 0.00 Measurement Flux 1225.00 Im
3000K - Imax=208 cd/klm - LED Flux=1537 Im - LED Power=18 W - Eff=80 % - EfcLED=85 Im/W - EfcLum=61 Im/W
Ra=80 min - SDCM=4 - Life=L70(6K)>35,600 ore
C.LE. 47 79 96 44 100 D DIN 5040 C32
FUTE 0.44E+056T B NBN Bz5/08/BzZ4
Width at 50.00 % of Max Intensity
H[m] 1.00 2.00 3.00 4.00 5.00 H[m] 1.00 2.00 3.00 4.00 5.00
OA 1.49 2.98 4.47 5.96 7.44 ocC 151 3.02 4.54 6.05 7.56
OB 1.49 2.98 4.47 5.96 7.44 oD 151 3.02 4.54 6.05 7.56
Luminous Intensities [ cd/kim]
0 5 15 25 35 45 55 65 75 85
OA 251.79 250.78 243.07 227.11 203.31 171.14 130.81 82.33 20.00 2.90
OB 251.79 250.78 243.07 227.11 203.31 171.14 130.81 82.33 20.00 2.90
ocC 251.64 250.52 242.58 226.81 203.33 171.67 132.64 84.89 35.45 3.58
oD 251.64 250.52 242.58 226.81 203.33 171.67 132.64 84.89 35.45 3.58
BEe——— ——
5.00 = = = 10 2
4.00 = 16 4
3.00 e 28 7
2.00 p— p— 63 15
1.00 252 61
Max Med
[m] Alpha=56.1°+56.1° G=0.0° Beta=56.5+56.5° lux lux
5.00 14.89 10 2 \ /
4.00 11.91 16 4 \ /
3.00 8.93 28 7 \ /
2.00 5.96 63 15 \ /
1.00 2.98 252 61
Him] Dim] Max Med | ipha=56.1°+56.1° =00 —
5.00 15.12 10 2 \ /
4.00 12.10 16 4 \ /
3.00 9.07 28 7 \ /
2.00 6.05 63 15 \ /
1.00 3.02 252 61
Him] DIm] Max Mli‘f( Beta=56.5°+56.5° G=0.0 —_——
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